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PRODUCT DATA SHEET 

PRODUCT:     EASTTO BAN 220, 250  

GRADE:      GREASY FILM TYPE RUST PREVENTIVE 

INTRODUCTION:  EASTTO BAN 220, 250 are soft waxy semi solid products at room temperature. 
EASTTO BAN 220, 250 contain selected oils with special additives to impart 
greasy film type rust preventives characteristics. 

APPLICATION:   EASTTO BAN 220, 250 are melted separately before application and applied to 
different work piece by hot dipping. They are suitable for highly finished and 
normal machined parts, e.g., piston assemblies, oil seals, transmission chains, 
plain bearing, gauges etc. 

 
 

 

Piston assemblies, oil seals, transmission chains. 

PERFORMANCE LEVEL:     EASTTO BAN is a proprietary product.  

TYPICAL PROPERTIES 

CHARACTERISTICS EASTTO BAN  220 EASTTO BAN  250 

Appearance Semi Solid Semi Solid 

Colour Dark Brown Liquid Dark Brown Liquid 

Unworked  Consistency at 25ºC 220 250 

Copper Strip Corrosion Test at 100ºC for 3 
Hrs. 

1 1 

 

PACKING: 210 Litres Drums 

Date of issue: 10.11.2014 

PDS No. 50742 - 50743 

 

 

These are typical figures and do not constitute a specification. In pursuit of continuous improvement, these figures may be changed without notice at the sole discretion of 
EASTERN PETROLEUM PVT. LTD.  

 


